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NOTE 
COLOURS USED FOR REPRESENTATION PURPOSE ONLY
 

PRODUCT CODE

BA240104 & L241004 - DAIRY LOFTY x 04
BA240106 & L241006 - DAIRY LOFTY x 06
BA240107 & L241007 - DAIRY LOFTY x 07
BA240108 & L241008 - DAIRY LOFTY x 08
BA240112 & L241012 - DAIRY LOFTY x 12

DAIRY
CASE STANDARD SPEC:
- INTERNAL CASE COLOUR
- BLACK KICK PLATE
- 5 x UNLIT STAINLESS STEEL SHELVES
- T8/T5 CANOPY FLUORESCENT LIGHTS
- NO FENCES
- FLAT BOTTOM PAN 
- THERMOSTATIC EXPANSION VALVE (BRASS)
- 2 x PROBES (AIR OFF & DEFROST)
- SHADED POLE MOTOR FANS (SPM)
- STANDARD COIL
- ALUMINIUM TICKET RAIL 
- ELECTRONIC DISPLAY
 
CASE OPTIONAL SPEC:
- 40mm LOFTY FULL PATCH-END
- 40mm PATCH-END WITH FULL MIRROR (RECESS MIRROR)
- 40mm LOFTY PATCH-END WITH GLASS 
- CLADDING OPTIONS: REFER TO CLAD DETAILS DOCUMENT
                                     (AVAILABLE ON DEMAND) 
- ECM FANS
- ELECTRONIC VALVE (EV)
- STAINLESS STEEL BULLNOSE SHELVES
- PLASTIC TICKET RAIL
- T8 SHELF FLUORESCENT LIGHTS
- LED CANOPY LIGHTS: BRAVO NW HO 24V 
- LED SHELF LIGHTS: FRT5 NW 4000K, 24V
- FRONT RAISER GLASS
- MANUAL NIGTH BLIND

Physical Properties

Size Length (m) TDA (m²)

   

4FT 1220 2.20

6FT 1830 3.30

7FT 2135 3.85

8FT 2440 4.40

12FT 3660 6.61

Drain Points and Refrigeration Points

D1 D2 D3 D4 R1 (Btm exit) R2 (Btm exit)

      

200 mm 610 mm - - 120 mm 150 mm

200 mm 915 mm - - 120 mm 150 mm

200 mm 300 mm 200 mm 300 mm 120 mm 150 mm

200 mm 300 mm 200 mm 300 mm 120 mm 150 mm

200 mm 300 mm 200 mm 300 mm 120 mm 150 mm

Electrical Specifications

Evaporator Fans Heaters Heaters Lighting Lighting

Fan Blade + Motor Anti-Sweat Defrost Case (T8 Tubes)* Shelf (T8 Tubes)*

2 x Ф230-31˚/60W (SPM) or 24W (ECM) 1 x 7 W/m x 2.0 m 1 x 800W 2 x 3FT = 60W 5 x 3FT = 150W

3 x Ф230-31˚/60W (SPM) or 24W (ECM) 1 x 7 W/m x 3.2 m 1 x 1200W 4 x 5FT = 116W 5 x 5FT = 290W

3 x Ф230-31˚/60W (SPM) or 24W (ECM) 1 x 7 W/m x 4.1 m 1 x 1300W 4 x 3FT = 120W 10 x 3FT = 300W

4 x Ф230-31˚/60W (SPM) or 24W (ECM) 1 x 7 W/m x 4.88 m 1 x 1600W 2 x 4FT + 2 x 3FT = 132W 10 x 3FT = 300W

6 x Ф230-31˚/60W (SPM) or 24W (ECM) 1 x 7 W/m x 7.3 m 2 x 1200W 4 x 4FT + 2 x 3FT = 204W 15 x 3FT = 450W

TOP VIEW

Refrigeration Requirements

PRODUCT REFRIGERATION EVAPORATION TEMP

Dairy 480 W/ft -6°C

Meat 480 W/ft -8°C

* T5 Fluorescent tube
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KITTED FOR MEAT
CASE STANDARD SPEC:
- INTERNAL CASE COLOUR
- BLACK KICK PLATE
- 4 x LIT STAINLESS STEEL SHELVES
- LED CANOPY LIGHTS: FRT5 ML2-24V
- LED CEILING LIGHTS: FRT5 ML2-24V
- LED SHELF LIGHTS: FRT5 ML2-24V
- TOP MIRROR
- FRONT RAISER GLASS
- FRONT FENCES
- FLAT BOTTOM PAN & FRONT FENCE
- FRONT BAR
- THERMOSTATIC EXPANSION VALVE (BRASS)
- 2 x PROBES (AIR OFF & DEFROST)
- SHADED POLE MOTOR FANS (SPM)
- STANDARD COIL
- ALUMINIUM TICKET RAIL 
- ELECTRONIC DISPLAY
 
CASE OPTIONAL SPEC:
- 40mm LOFTY FULL PATCH-END
- 40mm PATCH-END WITH FULL MIRROR (RECESS MIRROR)
- 40mm LOFTY PATCH-END WITH GLASS 
- CLADDING OPTIONS: REFER TO CLAD DETAILS DOCUMENT
                                     (AVAILABLE ON DEMAND) 
- ECM FANS
- ELECTRONIC VALVE (EV)
- MANUAL NIGTH BLIND
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